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GLOSSARY

APPLICATION

POSITION

Designs with direction rotation.

LONG HAUL SPECIALON - OFF THE ROAD

ALL POSITION TRAILER

TIRE TYPE

DIRECTIONAL

ROTATION

Wing treads.

WING

Certified tread designs that meet winter perfor-

mance requirements and have successfully passed 

approval tests established by ECE – 109 R Annex 10 

of the European Union Regulation.

Tread designs that are SmartWay verified and 

certified by the US Environmental Protection 

Agency (EPA) to provide low rolling resistance and 

fuel savings, which helps decrease the effects of 

greenhouse gas emissions.

SMARTWAY

3PMSF

New tread designs or sizes.

NEW

SPECIAL FEATURES CERTIFICATIONS

Tires with a Mud & Snow (M+S) mark on the sidewall, 

feature a tread pattern designed to be used 

especially during winter season because they 

provide superior traction in cold climates where 

mud, rain, and snowy conditions are a factor.

MUD AND

 SNOW

SUPER SINGLE

Slightly different design.

REGIONAL

COMMERCIAL

LIGHT TRUCK

DRIVE
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APPLICATION 

LONG HAUL

Without stop & go.  

ROAD

DISTANCE

SPEED

TYPE OF LOAD

VEHICLE TYPE

FEATURES

For main roads of two or more lanes.

Travels more than 500km/day.

Steady and sustained speed and high-speed periods.

Heavy & medium.

Truck, bus, dolly & trailer.
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 LONG HAUL

Inch mmCódigo

 9

 9 4/8

 9 7/8

230

250 

240 

90 

94 

97 

DISEÑO

DESIGN

Inch mmCode /32  
mm

DESIGN

ALL POSITION

DRIVE 

 TRAILER

DA LHT LPD

POSITION

/32  
mm

/32  
mm

  22
   

17,5

 26
   

20,5

21,5
   

  17

 DEPTH

LW

/32  
mm

10 2/8

10 4/8

10 5/8

260

270 

267

102 

104 

105

  22
   

17,5

  22
   

17,5

 26
   

20,5

 26
   

20,5

 26
   

20,5

21,5
   

  17

21,5
   

  17

20

  16

20

  16

20

  16

20

  16
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 LONG HAUL

LHT  
[Long Haul Traction]

code mm /32

240 LHT 20.5    9 4/8       240       26       20,5        3,53          5,25    

mm lb/ft kg/m

250 LHT 20.5    9 7/8       250       26       20,5        3,65          5,43    

260 LHT 20.5  10 2/8      260       26       20,5        3,75          5,58    

270 LHT 20.5   10 5/8     270       26       20,5        3,94          5,87    

inch

DA  
[Drive Axle]

code mm /32

240 DA 17.5     9 4/8       240       22       17,5        2,89          4,30    

mm lb/ft kg/m

250 DA 17.5     9 7/8       250       22       17,5        3,07          4,57    

inch

267 DA 17.5   10 4/8      267       22       17,5        3,29          4,90    

LPD  
[Low Profile Drive]

code mm /32

250 LPD 17    9 7/8     250     21, 5     17        3,14        4,69    

  260 LPD 17   10 2/8    260     21,5      17        3,28        4,89    

  270 LPD 17   10 5/8     270     21,5      17        3,45        5,14    

mm lb/ft kg/minch

code mm /32

230 LW 16       9              230        20         16          2,83         4,22    

mm lb/ft kg/m

240 LW 16       9 4/8       240       20         16          2,97         4,42    

250 LW 16       9 7/8       250       20         16          3,01         4,48    

260 LW 16      10 2/8     260        20        16          3,22         4,79    

LW
[Long Wear]

inch

The weight/meter may vary +/-2%



APPLICATION 

ROAD

DISTANCE

SPEED

TYPE OF LOAD

VEHICLE TYPE

FEATURES Frequent stop & go.

Regional roads with two way lanes  with curves & slopes.

Less than 500km/day.

Moderate speeds up to 90km/h.

Heavy & medium.

Truck, bus, dolly & trailer.

REGIONAL

5



Inch mmCódigo

 9

 9 4/8

 9 7/8

230

250 

240 

90 

94 

97 

DISEÑO

DESIGN

Inch mmCode /32  

mm

DESIGN

ALL POSITION

DRIVE 

 TRAILER

DGR

10 2/8 260102 
25
   

20

REGIONAL 

POSITION

DRD LRD MS NRD WMP WRD APR BUS B&C GRS MPO RRI

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

 DEPTH

11 280 110

10 5/8 270 105

10 7/8 275 107

 8 5/8 22085 

25
   

20

28
   

22

28
   

22

28
   

22

28
   

22

26,5
   

  21

21,5
   

  17

21,5
   

  17

21,5
   

  17

21,5
   

  17

21,5
   

  17

23,5
   

18,5

23,5
   

18,5

23,5
   

18,5

23,5
   

18,5

  22
   

17,5

25
   

20

25
   

20

25
   

20

25
   

20

25
   

20

25
   

20

27,5
   

  22

27,5
   

  22

27,5
   

  22

27,5
   

  22

27,5
   

  22

25
   

20

25
   

20

25
   

20

25
   

20

20
   

16

20
   

16

20
   

16

20
   

16

25
   

20

25
   

20

25
   

20

25
   

20

25
   

20

19
   

15

19
   

15

19
   

15

19
   

15

19
   

15

19
   

15

22,5
   

 18

22,5
   

 18

  22
   

 17,5

6



REGIONAL 

7

code

lb/ft kg/m

DGR
[Drive Galgo Regional]

code mm /32 mm lb/ft kg/minch

250 DGR 20       9 7/8      250        25        20         3,48          5,18   

260 DGR 20     10 2/8      260        25        20         3,62          5.38  

DRD
[Regional Drive- Deep]

  code mm /32

230 DRD 22       9              230        28        22         3,42         5,10    

mm lb/ft kg/m

240 DRD 22       9 4/8      240        28         22         3,61         5,38    

250 DRD 22       9 7/8      250        28         22         3,77         5,61    

260 DRD 22     10 2/8      260        28         22        3,88         5,77    

270 DRD 21     10 5/8      270      26,5        21         3,91         5,83    

inch

  code

LRD  
[Regional Drive- Light]

code mm /32 mm lb/ft kg/m

230 LRD 17      9              230      21,5       17         2,81          4,19    

240 LRD 17      9 4/8       240      21,5       17         2,94          4,38    

250 LRD 17      9 7/8       250      21,5       17         3,05          4,54    

  260 LRD 17     10 2/8     260      21,5       17         3,13          4,66    

  270 LRD 17     10 5/8     270      21,5       17          3,36         4,99    

inch

MS
[Mud & Snow]

code mm /32 mm lb/ft kg/minch

230 MS 18.5      9             230     23,5     18,5        2,92        4,34    

 240 MS 18.5      9 4/8     240      23,5     18,5        3,11        4,63    

250 MS 18.5      9 7/8     250      23,5     18,5        3,23        4,81    

 260 MS 18.5    10 2/8     260      23,5     18,5       3,32         4,96    

270 MS 17.5    10 5/8     270       22       17,5        3,16         4,71   

NRD  
[Nordic]

code mm /32

220 NRD 20      8 5/8      220        25         20         2,70          4,02    

240 NRD 20      9 4/8       240       25         20         3,05          4,54    

mm lb/ft kg/m

250 NRD 20      9 7/8       250        25         20         3,21          4,78    

260 NRD 20    10 2/8      260        25         20         3,28          4,89    

270 NRD 20    10 5/8      270        25         20         3,45          5,13    

inch

The weight/meter may vary +/-2%



WRD
[Winter Regional Drive]

code inch mm /32

240 WRD 20      9 4/8      240        25         20          3,20         4,77    

250 WRD 20      9 7/8      250        25         20          3,37         5,01    

mm lb/ft kg/m

260 WRD 20   10 2/8      260        25         20          3,39         5,04    

275 WRD 20   10 7/8      275        25         20          3,55         5,53    

8

code 

REGIONAL 

APR  
[All Position Regional]

code inch mm /32 mm lb/ft kg/m

240 APR 16       9  4/8     240        20        16          3,07         4,58    

250 APR 16       9  7/8     250        20        16          3,20         4,77    

260 APR 16     10 2/8     260        20        16          3,31         4,92    

270 APR 20     10 5/8     270        20        16          3,45         5,14    

code
B&C
[Bus & Coach]

code mm /32

 230 BC 20       9             230   10 2/8    260     25      20     3,45   5,14

 240 BC 20      9 4/8      240   10 5/8    270      25      20     3,54   5,29

  250 BC 20      9 7/8      250   11           280       25      20     3,59   5,34

inch mminch lb/ft kg/mmm

WMP  
[Winter Mileage 

Performance]

code mm /32

250 WMP 22    9 7/8       250      27,5       22         4,02          5,96    

260 WMP 22   10 2/8     260      27,5       22         4,26          6,34    

mm lb/ft kg/m

270 WMP 22   10 5/8     270      27,5       22         4,31          6,42    

280 WMP 20    11            280        25         20         4.13          6,15    

inch

240 WMP 22    9 4/8       240      27,5       22         3,83          5,70    

230 WMP 22    9               230      27,5      22         3.68          5,48   

BUS  
[Bus]

code /32

 230 BUS 20      9            230   10 2/8    260      25      20     3,21   4,77

 240 BUS 20      9 4/8     240   10 5/8    270      25      20     3,40   5,06

mm lb/ft kg/mmminch mminch

The weight/meter may vary +/-2%



code

REGIONAL 

MPO
[Multi Positional]

code mm /32 mm lb/ft kg/m

250 MPO 18    9 7/8       250      22,5       18         3,55          5,29    

260 MPO 18   10 2/8      260      22,5       18         3,72          5,54    

inch

RRI
[Rib Regional & 

Intercity]

codecode mm /32

230 RRI 17.5      9           230   10 2/8    260      22     17,5   3,22   4,80

inch mminch lb/ft kg/mmm

9

kg/m

GRS
[Galgo Rounded 

Shoulder]

  code

220 GRS 15      8 5/8    220                                 19      15     2,60   3,87    

230 GRS 15      9           230                                 19       15    2,79   4,16    

240 GRS 15      9 4/8    240                                 19       15    2,85   4,24    

250 GRS 15      9 7/8    250                                 19       15    3,08   4,59    

260 GRS 15    10 2/8   260                                 19       15    3,13   4,66    

270 GRS 15    10 5/8   270   12 1/8   308       19       15    3,39   5,04    

mm /32 mm lb/ft kg/minch mminch

The weight/meter may vary +/-2%
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APPLICATION 

ROAD

DISTANCE

SPEED

TYPE OF LOAD

VEHICLE TYPE

FEATURES

ON- OFF THE ROAD

70% On & 30% Off.        

Secundary roads & aggressive surface.

Less than 150km/day.

Less than 70km/h.

Specialized cargo, construction, agriculture & livestock.

Truck & trailer.
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Inch mmCódigo

 9

 9 4/8

 9 7/8

230

250 

240 

90 

94 

97 

DISEÑO

DESIGN

Inch mmCode
/32  

mm

DESIGN

ALL POSITION

DRIVE 

 TRAILER

AD

10 2/8 260102 

POSITION

 DEPTH

10 5/8 270 105

26,5
   

 21

ON - OFF THE ROAD

LAD ADT ETW HPL KOP LDT WHL

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

/32  

mm

12 3/8 314123

13 330130

14 356140

14 2/8 362142

16 4/8 420164

26,5
   

 21

26,5
   

 21

 25
   

 20

21,5
   

 17

21,5
   

 17

 28
 
   

 22

 28
 
   

 22

 24
 
   

 19

 24
 
   

 19

 24
 
   

 19

 24
 
   

 19

21,5
   

 17

21,5
   

 17

  26
 
   

 20,6

  26
 
   

 20,6

 28
 
   

 22

 28
 
   

 22

 28
 
   

 22

  28
 
   

 22,2

  30
 
   

 23,8

  30
 
   

 23,8

  30
 
   

 23,8

  30
 
   

 23,8

  28
 
   

 22,2

  28
 
   

 22,2



code

12

codecode

código 

ON - OFF THE ROAD

code mm /32 mm lb/ft kg/m

240 AD 21      9 4/8       240      26,5       21         3,64         5,42    

250 AD 21      9 7/8       250      26,5       21         3,68         5,48    

260 AD 21    10 2/8      260      26,5       21         3,73         5,55    

270 AD 20    10 5/8      270       25         20         3,67         5,47    

AD
[Aggressive Drive]

inch

ADT
[Aggressive Drive Traction]

code mm /32

230 ADT 22     9              230       28         22         3,51         5,22    

mm lb/ft kg/m

240 ADT 22     9 4/8        240       28         22         3,74         5,57    

250 ADT 22     9 7/8        250       28         22         3,94         5,86    

260 ADT 22   10 2/8       260       28         22         4,01         5,97    

inch

270 ADT 22    10 5/8      270       28         22         4,22         6,29    

HPL  
[High Power Lug]

code mm /32 mm lb/ft kg/m

241 HPL 22.2    9 4/8      241        28       22,2       3,82          5,69    

251 HPL 22.2    9 7/8      251       28       22,2       4,02          5,99    

inch

LAD 
[Aggressive Drive- Light]

code mm /32 mm lb/ft kg/m

240 LAD 17     9 4/8       240      21,5       17          2,95         4,39    

250 LAD 17     9 7/8       250      21,5       17          3,17         4,72    

inch

codecodeETW 
[Extreme Traction Wide]

code mm /32

314 ETW 22.2    12 3/8      314        28        22,2         4,57         6,81    

330 ETW 23.8    13             330        30        23,8         5,24         7,81    

mm lb/ft kg/m

356 ETW 23.8    14             356         30        23,8        5,39         8,03    

362 ETW 23.8    14 2/8     362         30        23,8        5,73         8,53    

420 ETW 23.8    16 4/8     420         30        23,8        5,89         8,78    

inch

The weight/meter may vary +/-2%



code

ON - OFF THE ROAD

LDT  
[Light Aggressive Traction]

code mm /32

250 LDT 17     9 7/8       250      21,5       17         3,25         4,85    

260 LDT 17    10 2/8      260      21,5       17         3,33         4,96    

mm lb/ft kg/minch

WHL
[Waste Hauler Lug]

code mm /32 mm lb/ft kg/m

241 WHL 20.6    9 4/8      241       26       20,6        3,44         5,12    

251 WHL 20.6    9 7/8      251       26       20,6        3,64         5,42    

inch

13

KOP
[Key On/Off Performance]

code inch mm /32

230 KOP 19      9              230        24        19          3,18         4,74    

240 KOP 19       9 4/8      240        24       19           3,33         4,96    

mm lb/ft kg/m

250 KOP 19       9 7/8      250        24       19           3,52         5,24    

260 KOP 19      10 2/8     260        24         19          3,63         5,41    

The weight/meter may vary +/-2%
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APPLICATION 

ROAD

DISTANCE

SPEED

TYPE OF LOAD

VEHICLE TYPE

FEATURES

SPECIAL

100% Off.         

Extremely aggressive roads, unpaved roads, mine, stone 

& sharpstone road & mining blasting.

50km/day.

Less than 40km/h.

Heavy, specialized, construction & mine.

For single and double axle vehicles, trucks & 

specialized vehicules.



codecode

SEGMENTOS OTR / OTR SEGMENTS

ST
[Superb 

Traction]

 code mm inch

 610 ST 47       24      610      40 1/8   1019      59     47     61,51  27,90   

mm /32 mminch lb kg

 660 ST 47       26      660      42 3/4   1086      59     47    70,55     32    

 VT
[Versa Tread]

code mm inch

470 VT 31    18 4/8   470        43        1092      39     31   34,70  15,75   

522 VT 33    20 4/8   522    46 1/4    1175      42     33   47,84  21,70   

mm /32 mminch lb kg

 610 VT 37        24      610    40 1/8     1019      47     37   52,25  23,70   

15

kg/m

The weight/meter may vary +/-2%



code

code

COMMERCIAL LIGHT TRUCK

LRD  
[Regional Drive- Light]

code mm /32

180 LRD 14.3   7 1/8       180        18       14,3        1,82         2,72    

190 LRD 14.3   7 4/8       190        18       14,3        1,97         2,94    

mm lb/ft kg/minch

16

code inch mm /32

180 PDL 13     7 1/8      180      16,5       13          1,90         2,83    

190 PDL 13     7 4/8      190      16,5       13          2,00         2,96    

mm lb/ft kg/mPDL
[Pick up & Delivery 

Light Truck]

 SUPER SINGLE 

codecodecode inch
STL  
[Trailer Long Haul]

code mm /32

287 STL 13    11 2/8    287   12 6/8    325       16     13     3 ,10   4,62

mm lb/ft kg/minch mminch

STW  
[Trailer Wide]

code inch /32

320 STW 13    12 5/8    320  14 1/8     358     16,5    13     3,35    4,98

360 STW 12.7 14 1/8    360  15 5/8     398      16     12,7   3,66    5,44

mm lb/ft kg/m

390 STW 12.7 15 3/8    390                                 16     12,7   3,81    5,67

inch mmmm

The weight/meter may vary +/-2%



 SUPER SINGLE 

SUSI
[Super Single]

code /32

287 SUSI 13   11 2/8    287   12 6/8     325      16      13     3,02   4,50

295 SUSI 13   11 5/8    295   13 1/8     333      16      13     3,16   4,71

mm lb/ft kg/minch mm inch mm

WTS
[Winter Trailer]

code /32

295 WTS 15   11 5/8    295   13 1/8     333      19      15     3,42  5,08 

mm lb/ft kg/minch mm inch mm

320 WTS 15   12 5/8    320   14 1/8     358      19      15     3,62. 5,38

STR  
[Trailer Regional]

code inch mm /32

287 STR 14.5  11 2/8    287   12 6/8     325     18     14,5   3,48   5,19

295 STR 14.5  11 5/8    295   13 1/8     333     18     14,5   3,54   5,27

mm lb/ft kg/m

305 STR 14.5    12          305   13 4/8     343     18     14,5   3,68   5,48

inch mm

17

STC  
[ Trailer Construction]

code mm /32

287 STC 14.5  11 2/8    287   12 6/8    325      18    14,5    3,03   4,51

295 STC 14.5  11 5/8    295   13 1/8    333      18    14,5    3,24   4,82

mm lb/ft kg/minch mminch

The weight/meter may vary +/-2%



code

code lb/ft kg/m

UNDER  REQUEST

DLM [Drive Lug Medium]

Code

203 DLM 14.3

219 DLM 14.3

229 DLM 14.3

241 DLM 14.3

mm mm 

Traction:                            High

Speed:                                High

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For main roads and long                    

            hauls.  

Benefits:   

 

Ideal for wet, snow and 

muddy roads. 

203

219

229

241

14,3

14,3

14,3

14,3

LHT [Long Haul Traction]

Code

230 LHT 20.5

mm mm 

230 20,5

LDD [Long Distance Drive]

Code
  203 LDD 19

  220 LDD 19

  230 LDD 19

  240 LDD 19

  255 LDD 19

  210 LDD 20.6

mm mm 
203

220

230

240

255

210

19

19

19

19

19

20,6

LW [Long Wear]

Code

220 LW 16

mm mm 

220 16

SAR [Angled Rib]

Code

295 SAR 14

mm mm 

295 14

SRL [Rib Light]

Code

295 SRL 10.5

mm mm 

295 10,5

* Minimum 10 rolls

Traction:                            High

Speed:                                High

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For main roads and long                    

            hauls.  

Benefits:   

 

High mileage 

performance. Ideal for 

wet, snow and muddy 

roads.  

Traction:                            High

Speed:                                High

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For main roads and long                    

            hauls.  

Benefits:   

 

High mileage 

performance. Constant 

speed in long trips.

Traction:                            Medium 

Speed:                                High

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For main roads and long                    

            hauls.  

Benefits:   

 

High mileage 

performance. Design with 

sipes to improve its grip.

Traction:                            Medium

Speed:                                High

Rounded Shoulder:       No

Wing:                                  Yes

Dictional Rotation:         No

Road type:                         For main roads and long                    

            hauls.  

Benefits:   

 

Design for super single 

tires. Lateral force 

resitance. Constant speed 

in long trips.

Traction:                            Medium

Speed:                                High

Rounded Shoulder:        No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For main roads and long                    

            hauls.  

Benefits:   

 

Designs of ribs with a 

continuous strip and 

rounded shoulder. 

Designed for a low rolling 

resistance. 

18



code

code lb/ft kg/m

UNDER  REQUEST

CS [Combined Service]

Code
127 CS 11.1

140 CS 11.1

152 CS 12.7

165 CS 12.7

178 CS 12.7

178 CS 16

194 CS 17.5

203 CS 17.5

210 CS 17.5

216 CS 17.5

238 CS 17.5

mm mm 
127

140

152

165

178

178

194

203

210

216

238

11,1

11,1

12,7

12,7

12,7

16

17,5

17,5

17,5

17,5

17,5

SA [Spread Axle]

Code

219 SA 14.3

235 SA 14.3

251 SA 14.3

mm mm 

219

235

251

14,3

14,3

14,3

MPO [Multi Positional]

Code

230 MPO 18

240 MPO 18

mm mm 

230

240
18

18

AD [Aggressive Drive]

Code

220 AD 21

230 AD 21

mm mm 

220

230

21

21

ADT [Aggressive Drive Traction]

Code

220 ADT 24

mm mm 

220 24

LAD [Aggressive Drive - Light]

Code

220 LAD 17
230 LAD 17

mm mm 

220
230

17
17

* Minimum 10 rolls
19

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         Yes

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                             and dirt roads.

Benefits:   

 

Ideal for snow and 

muddy roads.

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         Yes

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                             and dirt roads.

Benefits:   

 

Ideal for snow and 

muddy roads.

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         Yes

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                             and dirt roads.

Benefits:   

 

Cuts and penetration 

resistance. Excellent 

grip. 

Traction:                            Medium

Speed:                                Moderate

Rounded Shoulder:        Yes

Wing:                                  No

Dictional Rotation:         No

Road type:                         For secondary, sinuous                  

            roads and steep hills.

                                             

Benefits:   

 

Self cleaning design. 

Traction:                            Medium

Speed:                               Moderate

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For secondary, sinuous                  

            roads and steep hills.

                                             

Benefits:   

 

Cuts and penetration 

resistance. Ejected 

stones.  

Traction:                            Medium

Speed:                               Moderate

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For secondary, sinuous                  

       roads and steep hills.

Benefits:                      High mileage performance. 



code

UNDER  REQUEST

RT [Resistant Traction]

WHL [Waste Hauler Lug]

Code

219 WHL 20.6

229 WHL 20.6

267 WHL 25.5

mm mm 

219

229

267

20,6

20,6

25,5

* Minimum 10 rolls

lb/ft kg/mCode

220 RT 17.5

230 RT 17.5

mm mm 

220

230
17,5

17,5

LGT [Loader/Grader Traction]

Code

254 LGT 20.6

289 LGT 20.6

356 LGT 20.6

mm mm 

254

289

356

20,6

20,6

20,6

WHR [Waste Hauler Rib]

Code

210 WHR 19

220 WHR 19

229 WHR 19

240 WHR 19

254 WHR 19

mm mm 

210

220

229

240

254

19

19

19

19

19

20

HPL [High Power Lug]

Code

219 HPL 22.2

229 HPL 22.2

mm mm 

219

229

22,2

22,2

lb/ft kg/m

SDP [Severe Drive Performance]

Code

240 SDP 22.2

mm mm 

240 22,2

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                             and dirt roads.

Benefits:   

 

High performance in 

extreme situations.

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                             and dirt roads.

Benefits:   

 

Ideal for snow and muddy 

roads. 

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                             and dirt roads.

Benefits:   

 

Cuts and penetration 

resistance. Ejected stones. 

Traction:                             High

Speed:                                 Low

Rounded Shoulder:        No

Wing:                                   No

Dictional Rotation:          No

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                              and dirt roads.

Benefits:   
Cuts and penetration 

resistance. High 

performance in extreme 

situations.

Traction:                             High

Speed:                                 Low

Rounded Shoulder:        No

Wing:                                   No

Dictional Rotation:          No

Road type:                         For secondary roadways,                  

            roads in bad conditions

                                              and dirt roads.

Benefits:   Cuts and penetration 

resistance. Ejected stones. 

Cuts and penetration 

resistance. Ejected stones. 

Traction:                            High

Speed:                                Low

Rounded Shoulder:       No

Wing:                                  No

Dictional Rotation:         No

Road type:                        For aggressive                  

           applications such as mines

                                            and construction.

Benefits:   
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RETREADING PRODUCTS 

Pre-Q cushion gum Pre-Q spray cement

Extruder Rope Wicking Pads

Az strip

Available in buckets of 14kg approx.660mm width, 1.00mm thickness. 

      Available in boxes of 19kg

       6.5mm. Available in boxes of 11kg. 1120 x 175mm.

50 x 8mm. Available in boxes/pallets of 400kg.

     Extrusion strip for mold cure retreading

For all types of applications. 

Available in pallets of 1000kg.
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 DESIGN MATRIX

DA LW STL DLM LW SAR

LHT STW LDD SRL

LPD SUSI LHT

WTS

DGR APR LRD PDL STR CS MPO

DRD BUS SA

LRD B&C

MS GRS

NRD MPO

WMP RRI

WRD

AD STC AD WHR

LAD ADT

ADT LAD

ETW HPL

HPL RT

KOP WHL

LDT SDP

WHL

LGT

 TRUCK BUS  UNDER REQUEST COMMERCIAL LIGHT TRUCK

SUPER SINGLE

SUPER SINGLE

SUPER SINGLE

 SUPER SINGLE

 TRUCK BUS UNDER REQUESTCOMMERCIAL LIGHT TRUCK

SPECIAL

 COMMERCIAL LIGHT TRUCK

 LONG HAUL 

 TRUCK BUS UNDER REQUEST

REGIONAL

 TRUCK BUS  UNDER REQUESTCOMMERCIAL LIGHT TRUCK

ON-OFF THE ROAD

INDEX

DESIGN PAGE DESIGN PAGE DESIGN PAGE DESIGN PAGE

AD 12 HPL 12 LW 18 STL 16

AD 19 HPL 20 MPO 9 STR 17

ADT 12 KOP 13 MPO 19 STW 16

ADT 19 LAD 12 MS 7 SUSI 17

APR 8 LAD 19 NRD 7 VT 15

B&C 8 LDD 18 PDL 16 WHL 13

BUS 8 LDT 13 RRI 9 WHL 20

CS 19 LGT 20 RT 20 WHR 20

DA 4 LHT 4 SA 19 WMP 8

DGR 7 LHT 18 SAR 18 WRD 8

DLM 18 LPD 4 SDP 20 WTS 17

DRD 7 LRD 7 SRL 18

ETW 12 LRD 16 ST 15

GRS 9 LW 4 STC 17

SUPER SINGLE

COMMERCIAL 

LIGHT TRUCK
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